
STATE OF NORTH CAROLINA          2410-2H  
DEPARTMENT OF ADMINISTRATION         MARCH 16, 
1998 
PURCHASE AND CONTRACT DIVISION        SUPERSEDING 
              2410-2G 
              MARCH 3, 1995 
 

SPECIFICATION FOR TRACTORS, CRAWLER, 
165 HP CLASS 

 
(THIS SPECIFICATION IS RELEASED FOR PROCUREMENT PURPOSES UNTIL REVISED OR RESCINDED.) 
 

SCOPE 
 
THIS SPECIFICATION COVERS TWO TYPES AND ONE SIZE OF DIESEL ENGINE-DRIVEN, CRAWLER TRACTORS 
WITH DOZER.  IT DOES NOT INCLUDE ALL TYPES AND SIZES OF COMMERCIALLY AVAILABLE CRAWLER 
TRACTORS, BUT ONLY THOSE TYPES AND SIZES USED BY THE NORTH CAROLINA DEPARTMENT OF 
TRANSPORTATION, DIVISION OF HIGHWAYS. 
 
I.  CLASSIFICATION 
 

TYPE I TRACTOR - ABILITY TO COUNTER-ROTATE TRACKS IS REQUIRED. 
 

TYPE II TRACTOR - HYDRAULIC DIFFERENTIAL STEERING.  ABILITY TO COUNTER-ROTATE TRACKS IS NOT 
REQUIRED. 

 
        TABLE 1 
 
       (MINIMUM REQUIREMENTS) 
 

NET (BRAKE) 
POWER 

(HP)* 

OPERATING 
WEIGHT 

(LBS.) 

DRAWBAR PULL
@ 1.2 MPH 

(LBS.)** 

TRACK ON 
GROUND 

(IN.) 

TRACTOR 
GAUGE 

(IN.) 
165 37,500 33,500 102 74" 

 
 
  * IN ACCORDANCE WITH SAE J1349 
 ** IN ACCORDANCE WITH SAE J872 
 
II.  APPLICABLE STANDARDS 
 

THE FOLLOWING DOCUMENTS OF ISSUE IN EFFECT ON THE DATE OF THE INVITATION FOR BIDS SHALL 
FORM A PART OF THIS SPECIFICATION TO THE EXTENT SPECIFIED: 

  J872 --RESERVE TRACTIVE ABILITY TEST CODE. 
  J930 --STORAGE BATTERIES FOR OFF-ROAD WORK MACHINES 
J1040 --PERFORMANCE CRITERIA FOR ROLLOVER PROTECTIVE STRUCTURES (ROPS) FOR 

CONSTRUCTION, EARTHMOVING, FORESTRY, AND MINING MACHINES  
J1043     --PERFORMANCE CRITERIA FOR FALLING OBJECT PROTECTIVE STRUCTURE (FOPS) FOR 

INDUSTRIAL MACHINES 
J1166 --SOUND MEASUREMENT-EARTH MOVING MACHINERY-OPERATOR-WORK CYCLE 
J1349 --ENGINE POWER TEST CODE 
------------------------------------------------------ 
SOCIETY OF AUTOMOTIVE ENGINEERS, INC. (SAE) 
400 COMMONWEALTH DRIVE 
WARRENDALE, PA 15096 
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FEDERAL OCCUPATIONAL SAFETY AND HEALTH ACT CODES 
U. S. DEPARTMENT OF LABOR 
200 CONSTITUTION AVENUE, NW 
WASHINGTON, DC 20210 
 
STATE OCCUPATIONAL SAFETY AND HEALTH ACT CODES 
N. C. DEPARTMENT OF LABOR 
OSHA DIVISION 
4 WEST EDENTON STREET 
RALEIGH, NC  27601 

 
III.  REQUIREMENTS 
 

A.  GENERAL 
 

THIS SPECIFICATION COVERS DIESEL ENGINE-DRIVEN, CRAWLER TRACTORS AND ALLIED 
ATTACHMENTS OF CONVENTIONAL DESIGN AND HEAVY DUTY CONSTRUCTION.  THEY ARE TO BE 
FURNISHED WITH ALL OPERATING ACCESSORIES CUSTOMARILY FURNISHED AS STANDARD 
EQUIPMENT BY THE MANUFACTURER WHETHER STIPULATED HEREIN OR NOT. 

 
1.  STANDARD PRODUCTS 

 
THE TRACTOR OFFERED SHALL BE NEW AND A STANDARD PRODUCTION MODEL OF LATEST 
DESIGN AND EQUIPPED AS SPECIFIED HEREIN. 

 
2.  USE CONDITIONS 

 
DESIGN AND CONSTRUCTION SHALL BE SUCH THAT THE TRACTOR WILL WITHSTAND EXTREMELY 
HARD USAGE INCLUDING OPERATION OVER ROUGH TERRAIN, STORAGE AND OPERATION IN THE 
ENVIRONMENT ENCOUNTERED IN THIS TYPE SERVICE.  COMPONENTS, PARTICULARLY OF THE 
ELECTRICAL, FUEL, AND EXHAUST SYSTEMS SHALL BE SO DESIGNED AS TO RESIST ANY 
HARMFUL EFFECTS OF DUST OR FRESH WATER. 

 
3.  EASE OF MAINTENANCE 

 
THE DESIGN OF THE TRACTOR AND ACCESSORY INSTALLATIONS SHALL PERMIT READY 
ACCESSIBILITY FOR SERVICING, REPLACEMENT, AND ADJUSTMENT OF COMPONENT PARTS AND 
ACCESSORIES WITH MINIMUM DISTURBANCE OF OTHER ELEMENTS. 

 
4.  FRAME 

 
THE FRAME SHALL BE DESIGNED TO WITHSTAND MAXIMUM STRESSES UNDER NORMAL 
OPERATING CONDITIONS AND IN ADDITION, PROVIDE ADEQUATE SUPPORT FOR ATTACHING ANY 
DEVICE APPROVED BY THE TRACTOR MANUFACTURER FOR USE IN COMBINATION WITH THE 
TRACTOR. 

 
5.  OPERATING WEIGHT 

 
FOR PURPOSES OF DETERMINING THE TRACTOR DRAWBAR PULL (SAE-J872), THE WEIGHT SHALL 
REPRESENT THE TRACTOR EQUIPPED AS FOLLOWS:  ROPS CANOPY, 175 POUND OPERATOR, 
FUEL, OIL, WATER, LUBRICANTS, STANDARD ADVERTISED TRACK SHOES, HYDRAULIC CONTROLS, 
AND A COMPLETELY EQUIPPED SEMI-U DOZER BLADE WITH HYDRAULIC TILT AND MANUAL PITCH.  
NOT MORE THAN THE FOLLOWING ATTACHMENTS SHALL BE INCLUDED IN THE OPERATING 
WEIGHT:  CRANKCASE, TRANSMISSION, AND RADIATOR GUARDS.  THE MINIMUM OPERATING 
WEIGHT FOR THE SIZE TRACTOR SHALL BE AS SHOWN IN TABLE 1 AND BIDDER SHALL NOT 
INCLUDE ANY OF THE MANUFACTURER'S OPTIONAL COUNTERWEIGHTS TO MEET THIS 
REQUIREMENT. 
 

6.  OCCUPATIONAL SAFETY AND HEALTH ACT 
 



-3- 

THE TRACTOR SHALL BE FURNISHED WITH ALL APPLICABLE EQUIPMENT AND ACCESSORIES AS 
REQUIRED BY THE OCCUPATIONAL SAFETY AND HEALTH ACT (U. S. DEPARTMENT OF LABOR AND 
N. C. DEPARTMENT OF LABOR).  

 
29 CFR 1926.52 OCCUPATIONAL NOISE EXPOSURE 
THE TRACTOR SHALL BE CONSTRUCTED AND ASSEMBLED SO THAT THE NOISE AT EARLEVEL OF 
THE SEATED OPERATOR WITH ALL DOORS, WINDOWS, AND VENTS CLOSED, WHEN MEASURED IN 
ACCORDANCE WITH SAE J1166-WORK CYCLE TEST, SHALL NOT EXCEED THE PERMISSIBLE NOISE 
EXPOSURE LIMITS OF THIS REGULATION FOR AN 8-HOUR OPERATOR EXPOSURE. 
 
29 CFR 1926.600 EQUIPMENT 
SAFETY GLASS FOR ENCLOSED CAB. 
 
29 CFR 1926.602 MATERIAL HANDLING EQUIPMENT 
SEAT BELTS 
 
29 CFR 1926.1000 ROLLOVER PROTECTIVE STRUCTURES (ROPS) FOR MATERIAL HANDLING 
EQUIPMENT  
 
29 CFR 1926.1001 MINIMUM PERFORMANCE CRITERIA FOR ROLLOVER PROTECTIVE STRUCTURES 
FOR DESIGNATED SCRAPERS, LOADERS, DOZERS, GRADERS, AND CRAWLER TRACTORS 
 

7.  DRAWBAR PULL 
 

THE TRACTOR, WHEN EQUIPPED AS SPECIFIED IN OPERATING WEIGHT (SEE ITEM III.A.5.), SHALL 
DELIVER NOT LESS THAN THE MINIMUM DRAWBAR PULL AT A GROUND SPEED OF NOT LESS THAN 
1.2 MPH AS SHOWN IN TABLE 1 FOR THE TRACTOR.  THE DRAWBAR PULL SHALL BE THE RESERVE 
TRACTIVE FORCE AS SHOWN IN SAE J872.  THE MANUFACTURER'S CERTIFIED OPERATING 
WEIGHT AND DRAWBAR PULL SHALL BE FURNISHED BY THE BIDDER UPON REQUEST. 

 
B.  ENGINE 

 
1.  DIESEL ENGINE 

 
THE ENGINE SHALL BE OF THE COMPRESSION IGNITION TYPE, FOUR-STROKE CYCLE, CAPABLE 
OF OPERATING ON COMMERCIAL DIESEL FUEL AS RECOMMENDED BY THE MANUFACTURER.  THE 
ENGINE SHALL BE EQUIPPED WITH AN ADEQUATE AND EFFICIENT FUEL INJECTION MECHANISM, 
HEAVY DUTY FUEL OIL FILTER SYSTEM AND HEAVY DUTY FULL FLOW TYPE LUBRICATING OIL 
FILTER. 
 
ENGINE SHALL BE TURBOCHARGED, OR PROVIDED WITH AN ALTITUDE COMPENSATOR DESIGNED 
SUCH THAT THE ENGINE WILL RETAIN ITS RATED POWER, AND DO SO WITHOUT INCREASING 
EMISSIONS, AT ALTITUDES THROUGH 6,000 FEET.  A SUITABLE RESERVE OILER FOR THE 
TURBOCHARGER OR THE ALTITUDE COMPENSATOR IS TO BE FURNISHED WHERE SUCH IS 
AVAILABLE IN THE MARKETPLACE. 

 
2.  AIR CLEANER 

 
THE AIR CLEANER SHALL BE THE DUAL ELEMENT TYPE (PRIMARY AND SAFETY DRY TYPE 
ELEMENT) WITH A BUILT-IN PRECLEANER AND AUTOMATIC DUST EJECTION.  THE AIR CLEANER 
HOSE SHALL BE OF METAL OR HEAVY DUTY FLEXIBLE, NON-COLLAPSIBLE TYPE, WITH METAL OR 
MOLDED RUBBER ELBOWS.  WIRE REINFORCED HOSE IS NOT ACCEPTABLE.  ALL CONNECTIONS 
SHALL BE BANDED. 

 
3.  ENGINE GOVERNOR 

 
THE ENGINE GOVERNOR SHALL BE OF EITHER THE MECHANICAL, HYDRAULIC, OR ELECTRONIC 
TYPE, AND DRIVEN FROM THE ENGINE.  PROVISIONS FOR PERMITTING REGULATION OF THE 
GOVERNED SPEED-SETTING THROUGHOUT THE ENGINE LOAD RANGE WHILE THE ENGINE IS IN 
OPERATION SHALL BE INCLUDED. 
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4.  ENGINE STARTING SYSTEM 

 
THE MANUFACTURER'S STANDARD OR OPTIONAL ELECTRIC STARTING SYSTEM, INCLUDING 
HEAVY DUTY BATTERY(IES) (SAEJ930) FOR CRANKING THE TRACTOR ENGINE SHALL BE 
ACCEPTABLE.  THE STARTING SYSTEM SHALL BE CAPABLE OF CRANKING THE ENGINE IN AN 
AMBIENT TEMPERATURE OF -20 DEGREES FAHRENHEIT.  THE BATTERY(IES) SHALL BE DESIGNED 
TO WITHSTAND THE SHOCK, VIBRATION AND DUSTY ENVIRONMENT ENCOUNTERED IN OFF-ROAD 
MACHINES.  A SHOCK RESISTANT BATTERY MOUNT IS NOT AN ACCEPTABLE 
SUBSTITUTE FOR THE TYPE OF BATTERY REQUIRED, THOUGH SUCH MOUNT MAY BE FURNISHED 
IN ADDITION TO THE PROPER BATTERY. 

 
5.  ENGINE COOLING SYSTEM 
 

THE TRACTOR SHALL HAVE A HEAVY DUTY RADIATOR WITH THE COOLING SYSTEM PROTECTED 
TO AT LEAST -20 DEGREES FAHRENHEIT, AND USING A 50%/50% MIXTURE OF A PERMANENT TYPE 
ETHYLENE GLYCOL ANTI-FREEZE AND WATER. 

 
C.   FUEL TANK(S) 

 
THE MANUFACTURER'S STANDARD FUEL TANK(S) SHALL BE ACCEPTABLE AND LOCATED SO AS NOT 
TO BE AFFECTED BY HEAT FROM THE ENGINE, EXHAUST PIPE, OR MUFFLER. 

 
D.  TRANSMISSION 

 
THE TRACTOR SHALL BE FURNISHED WITH A HYDROSTATIC TYPE TRANSMISSION WITH INFINITELY 
VARIABLE FORWARD AND REVERSE SPEEDS UP TO THE MAXIMUM SPEED, OR SHALL BE FURNISHED 
WITH A TORQUE CONVERTER/POWER SHIFT TRANSMISSION WITH MINIMUM 3 FORWARD AND 3 
REVERSE SPEEDS.  FOR BOTH TYPES OF TRANSMISSIONS, THE MAXIMUM TRAVEL SPEED SHALL 
NOT BE LESS THAN 5.8 MPH IN FORWARD AND REVERSE . 

 
E.  STEERING DEVICES AND SERVICE BRAKES 

 
1.  TYPE I TRACTOR STEERING DEVICES 

 
TRACTOR SHALL HAVE INFINITE SPEED CONTROL OF EACH TRACK, IN BOTH DIRECTIONS, WITH 
FULL POWER TRANSMITTED TO EACH TRACK DURING TURNS. 

 
2.  TYPE II TRACTOR STEERING DEVICES 

 
TRACTOR SHALL HAVE STEERING DEVICES WHICH, BY MEANS OF DIFFERENTIAL GEARING, 
ALLOW FOR UNINTERRUPTED POWER DELIVERY TO EACH TRACK DURING A GRADUAL TURN OF 
FIXED RADIUS.  MECHANICAL CLUTCHES WHICH ONLY STEER BY MEANS OF DISENGAGING 
POWER TO THE TRACK TO PRODUCE A TURN  ARE NOT ACCEPTABLE. 
 

3,  SERVICE BRAKES 
 

SERVICE BRAKES SHALL BE EITHER DYNAMIC (FOR HYDROSTATIC DRIVES), OR MULTIPLATE, OIL-
COOLED AND SELF-ADJUSTING (FOR OTHER TYPE DRIVES). 
 
 

 
F.  FINAL DRIVE UNITS 

 
THE FINAL DRIVE UNITS SHALL BE IN HOUSINGS ADEQUATELY SEALED AND PROTECTED AGAINST 
MUD, DUST, WATER, AND WRAPPED DEBRIS.  THE FINAL DRIVE GEARS SHALL BE HEAT-TREATED 
STEEL WITH MACHINE-CUT TEETH.  THE DRIVE SPROCKET TEETH SHALL BE REPLACEABLE (BOLT-ON  
RIM  OR SEGMENTED TYPE) WITHOUT REMOVING THE TRACK FRAME. 

 
G.  UNDERCARRIAGE 
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TRACK LINKS, PINS, AND BUSHINGS SHALL BE OF HEAT-TREATED STEEL, REPLACEABLE AND 
INTERCHANGEABLE.  THE MASTER LINK SHALL BE THE SPLIT LINK TYPE.  A RECOIL MECHANISM FOR 
CUSHIONING THE FRONT IDLERS SHALL BE INCLUDED.  HYDRAULIC TRACK ADJUSTERS AND 
SPROCKET GUARDS SHALL BE FURNISHED. 

 
THE TRACK ROLLERS, TOP TRACK CARRIER ROLLERS AND IDLERS SHALL BE LUBRICATED AND 
PERMANENTLY SEALED.  TRACK PINS AND BUSHINGS SHALL BE SEALED AND LUBRICATED. 

 
THE TRACK SHOE WIDTH SHALL BE 19 3/4" MINIMUM TO 25" MAXIMUM HEAVY GROUSER TYPE, AND OF 
HEAT-TREATED STEEL UNLESS OTHERWISE SPECIFIED.  

 
H.  HYDRAULIC SYSTEM 

 
THE MANUFACTURER'S STANDARD HYDRAULIC SYSTEM, INCLUDING HEAVY DUTY PUMP, FILTER, 
TANK, AND CONTROL VALVES SHALL BE ACCEPTABLE.  THE TANK SHALL BE EQUIPPED WITH A SIGHT 
GAUGE TO DETERMINE THE LEVEL OF HYDRAULIC OIL. 

 
I.  OPERATOR'S POSITION 

 
THE OPERATOR'S POSITION SHALL HAVE A FULL SUSPENSION, ADJUSTABLE, WEATHER RESISTANT, 
UPHOLSTERED SEAT, ARMRESTS, BACKREST, AND A RETRACTABLE SAFETY BELT, WITH CONTROLS 
CONVENIENT TO THE OPERATOR. 
 
IF CAB AIR CONDITIONING IS REQUIRED IN THE INVITATION FOR BIDS, IT SHALL BE FACTORY 
INSTALLED, OR FACTORY APPROVED AND DEALER INSTALLED.  THE AIR-CONDITIONING SYSTEM AS 
PROVIDED MUST BE OF A CAPABILITY SUFFICIENT TO ADEQUATELY COOL THE INTERIOR OF THE CAB 
DURING THE EXPECTED CONDITIONS OF HEAT AND HUMIDITY ANYWHERE WITHIN THE STATE OF 
NORTH CAROLINA THROUGHOUT THE SUMMER SEASON. 

 
J.  TOOLS AND LUBRICATING EQUIPMENT 

 
SPECIAL TOOLS NORMALLY FURNISHED AS STANDARD EQUIPMENT WITH THE TRACTOR BY THE 
MANUFACTURER SHALL BE INCLUDED.  A TOOL BOX WITH HASP AND PADLOCK SHALL BE 
FURNISHED.  GREASING EQUIPMENT USED TO SERVICE ALL FITTINGS SHALL BE INCLUDED. 

 
K.  PAINTING 

 
THE FINISH COAT FOR THE TRACTOR AND ITS ATTACHMENTS SHALL BE “NC DOT SAFETY YELLOW,” 
WHICH SHALL BE VISUALLY INSPECTED FOR SUITABLE MATCH IN THE FOLLOWING MANNER:  PRIOR 
TO THE FINISH PAINTING OF EQUIPMENT, THE SUCCESSFUL BIDDER WILL BE PROVIDED A PAINT 
CHIP, BY THE NORTH  CAROLINA  DEPT OF TRANSPORTATION , WHICH HAS BEEN PREPARED 
UTILIZING A MINIIMUM OF ONE (1) MIL THICKNESS OF GREY PRIMER, AND A MINIMUM OF TWO (2) MIL 
THICKNESS OF DUPONT #93-54701A LEAD FREE.  THE SUCCESSFUL BIDDER SHALL BE REQUIRED TO 
RETURN THE DOT PAINT CHIP AND FURNISH TWO (2) 3-1/2” X 8” PAINTED PANELS REPRESENTING THE 
FINISHED COLOR FOR APPROVAL.  IF APPROVED, ONE PANEL WILL BE RETURNED TO CONTRACTOR 
AND OTHER WILL BE RETAINED BY THE STATE FOR COLOR COMPARISON; COLOR OF EQUIPMENT 
THEN MUST MATCH COLOR OF APPROVED PANEL.   NC DOT SAFETY YELLOW FINISH COAT SHALL BE 
DUPONT #93-54701A LEAD FREE, MOLINE MPM 11Y169-A LEAD FREE, OR AN ACCEPTABLE 
EQUIVALENT.  OPERATOR’S STATION SHALL BE A NON-GLARE COLOR. 

 
L.  EQUIPMENT 

 
THE FOLLOWING EQUIPMENT SHALL BE FURNISHED: 

 
1. MUFFLER (INCLUDING TURBOCHARGED ENGINES IF MANUFACTURER'S STANDARD ITEM.) 
2. MANUFACTURER'S HEAVIEST DUTY OR SEVEREST SERVICE GUARDS FOR THE RADIATOR, 

CRANKCASE, AND TRANSMISSION. 
3. FRONT PULL HOOK. 
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4. VANDALISM PROTECTION KIT, INCLUDING LOCKING INSTRUMENT PANEL COVER, LOCK 
TYPE 
 CAPS FOR EXPOSED FILLER CAPS AND OIL DIPSTICK PIPE (LESS PADLOCKS).  INCLUDE 
 CONCEALED ELECTRICAL DISCONNECT SWITCH. 
5. ENGINE HOOD WITH FULL COVERAGE SIDE DOORS, SIDE SHIELDS OR SIDE GUARDS. 
6. FRONT AND REAR LIGHTING (PROTECTED BY A BRUSH GUARD). 
7. AIR CLEANER SERVICE INDICATOR. 
8. DEFLECTOR TYPE EXHAUST PIPE, OR SELF-DRAINING MUFFLER.  RAIN CAPS ARE NOT 

ACCEPTABLE. 
9. IN LINE FUEL HEATER LOCATED PRIOR TO FUEL FILTER. 

10. BACKUP ALARM. 
11. ONE (1) FIRE EXTINGUISHER, 5 BC, RECHARGEABLE, WITH METAL DISCHARGE VALVE, 

APPROPRIATELY MOUNTED. 
 

M.  INSTRUMENTS AND GAUGES 
 

THE INSTRUMENT PANEL SHALL BE LOCATED IN FULL VIEW OF THE SEATED OPERATOR.  THE 
MANUFACTURER'S STANDARD INSTRUMENTATION SHALL BE FURNISHED, BUT AT A MINIMUM IS TO 
INCLUDE INSTRUMENTS TO MONITOR ALL CRITICAL SYSTEMS OF THE MACHINE AS NECESSARY TO 
PRECLUDE DAMAGE TO THE MACHINE BY FAILURE OF ANY SUCH SYSTEM.  IN ADDITION, IT IS 
REQUIRED THAT AUDIO WARNINGS BE FURNISHED ON INSTRUMENTATION RELATING TO ENGINE OIL 
PRESSURE AND ENGINE WATER TEMPERATURE, AND THAT A TACHOMETER, FUEL GAUGE (NOT 
DIPSTICK), AND HOUR METER ARE FURNISHED.   

 
N.  DOZER 

 
A SEMI-U DOZER OF THE FOLLOWING DESCRIPTION SHALL BE FURNISHED.  THE DOZER BLADE 
SHALL BE HEAVY DUTY WITH HYDRAULIC TILT AND MANUAL PITCH FUNCTIONS.  CENTER SECTION OF 
BLADE (PUSH PLATE) SHALL BE DOUBLE PLATED, GUSSETTED AND CAPABLE OF WITHSTANDING 
MAXIMUM LOADS EXPECTED WITH A TRACTOR OF THIS SIZE.  BLADE SHALL HAVE ADDITIONAL 
GUSSETTING FOR STRENGTH AND END BITS SHALL BE REINFORCED TO WITHSTAND MAXIMUM 
IMPACT LOADS EXPECTED WITH A TRACTOR OF THIS SIZE.  PUSH ARMS SHALL BE CONSTRUCTED OF 
PROPER THICKNESS, WIDTH AND DEPTH SIZE STEEL TO WITHSTAND A 90 DEGREE SIDELOAD OF 
MAGNITUDE EXPECTED IN SEVERE OOPERATIONS WITH A TRACTOR OF THIS SIZE.  DOZER SHALL BE 
COMPLETELY EQUIPPED, INCLUDING:  HYDRAULIC CONTROLS, PUSH ARMS, BRACES, TRUNNIONS, 
END BITS, AND A REVERSIBLE CUTTING EDGE.  SHALL HAVE APPROPRIATE SIZED TILT CYLINDERS. 

 
O.  ATTACHMENTS 

 
ATTACHMENTS LISTED BELOW ARE REQUIRED AND SHALL BE OF HEAVY DUTY CONSTRUCTION. 

 
1.  RIPPER 

 
THE RIPPER SHALL BE A MULTIPLE TOOL BEAM WITH AT LEAST THREE SHANK POCKETS, 
PARALLELOGRAM, HIGH IMPACT RIPPER COMPLETE WITH HYDRAULIC CONTROL VALVE(S).  
RIPPER SHALL RAISE AND LOWER HYDRAULICALLY.  (NOTE:  DO NOT FURNISH DRAWBAR IF 
RIPPER IS ORDERED) 

 
2.  TRACK ROLLER GUARDS 

 
HEAVY DUTY TRACK ROLLER GUARDS FOR FULL COVERAGE OF THE TRACK FRAME. 

 
3.  ROPS CANOPY 

 
A ROPS CANOPY SHALL BE FURNISHED AND IT SHALL CONFORM TO SAE J1040.  NO INTERIOR 
OVERHEAD STRUCTURAL MEMBER SHALL PROTRUDE INTO THE OVERHEAD SPACE SO AS TO 
CREATE A HAZARD TO THE OPERATOR WHEN STANDING OR SEATED.  FOPS SHALL BE 
FURNISHED AND IT SHALL CONFORM TO SAE J1043.  THE FOPS MAY BE AN INTEGRAL UNIT WITH 
THE ROPS, PROVIDED BOTH PORTIONS CONFORM TO THE ABOVE RESPECTIVE STANDARDS. 
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IV.  WARRANTY 
 

THE CONTRACTOR WARRANTS TO THE OWNER THAT ALL EQUIPMENT FURNISHED UNDER THIS 
SPECIFICATION WILL BE NEW, OF GOOD MATERIAL AND WORKMANSHIP, AND AGREES TO REPLACE 
PROMPTLY ANY PART OR PARTS WHICH BY REASON OF DEFECTIVE MATERIAL OR WORKMANSHIP SHALL 
FAIL UNDER NORMAL USE, FREE OF NEGLIGENCE OR ACCIDENT, FOR A MINIMUM PERIOD OF 12 MONTHS 
FROM THE DATE PLACED IN OPERATION.  SUCH REPLACEMENT SHALL INCLUDE ALL PARTS, LABOR, AND 
TRANSPORTATION COSTS TO THE LOCATION WHERE EQUIPMENT IS DOWN, FREE OF ANY CHARGE TO 
THE OWNER. 

 
UNDER SAME AND ALL CONDITIONS AS ABOVE, THE POWER TRAIN (ENGINE, TRANSMISSION, TORQUE 
CONVERTER AND FINAL DRIVE), AND STRUCTURAL MEMBERS SHALL BE COVERED FOR AN ADDITIONAL 
PERIOD OF AT LEAST 24 MONTHS.  ANY PERIODIC INSPECTIONS WHICH NEED BE PERFORMED BY THE 
CONTRACTOR OR HIS REPRESENTATIVES SHALL BE WITHOUT CHARGE TO THE STATE. 

 
V.  SERVICE, PARTS, AND MANUALS 
 

THE CONTRACTOR SHALL FURNISH A QUALIFIED REPRESENTATIVE TO INSTRUCT THE OWNER'S 
OPERATOR(S) IN THE OPERATION AND MAINTENANCE OF THE EQUIPMENT FOR A MINIMUM PERIOD OF 
EIGHT HOURS.  THE LOCATION(S) OF SUCH INSTRUCTION SHALL BE AS DESIGNATED IN THE INVITATION 
FOR BIDS. 

 
OPERATOR'S MANUALS, SHOP MANUALS, COMPLETE PARTS CATALOG BOOKS, AND LINE SETTING DATA 
SHEETS SHALL BE FURNISHED AS SPECIFIED IN THE INVITATION FOR BIDS. 

 
VI.  ACCEPTANCE EVALUATION AND QUALITY ASSURANCE 
 

UPON RECEIPT OF EACH TRACTOR AT THE RECEIVING POINT, THE PURCHASER OR HIS AUTHORIZED 
REPRESENTATIVE SHALL ARRANGE FOR AN ACCEPTANCE INSPECTION TO DETERMINE COMPLIANCE 
WITH THIS SPECIFICATION. 
 
THE CONTRACTOR SHALL FURNISH A PILOT MODEL FOR INSPECTION, TESTS AND POSSIBLE 
MODIFICATION AND/OR ADJUSTMENTS OF ATTACHMENTS IN ACCORDANCE WITH THE INVITATION FOR 
BIDS. THE SITE OF THE PILOT MODEL INSPECTION WILL BE DESIGNATED IN THE INVITATION FOR BIDS.  

 
VII.  DELIVERY AND PAYMENT 
 

DELIVERY OF AND PAYMENT FOR EQUIPMENT FURNISHED UNDER THIS SPECIFICATION SHALL BE IN 
ACCORDANCE WITH THE TERMS AND CONDITIONS OF THE INVITATION FOR BIDS.  THE CONTRACTOR 
SHALL BE RESPONSIBLE FOR ANY PACKAGING, PACKING, OR PROTECTION REQUIRED TO INSURE SAFE 
DELIVERY IN AN UNDAMAGED CONDITION. 
 
TRACTORS SHALL BE COMPLETELY SERVICED AND READY FOR OPERATION WHEN DELIVERED. 
 

VIII.  ORDERING DATA  (FOR PURCHASER'S USE ONLY) 
 

PURCHASERS SHOULD EXERCISE ANY DESIRED OPTIONS OFFERED HEREIN AND SHOULD SPECIFY THE 
FOLLOWING IN THE REQUISITION AND INVITATION FOR BIDS: 
 
 1.  TITLE, NUMBER, AND DATE OF THIS SPECIFICATION. 
 2.  IF CERTIFIED WEIGHT AND DRAWBAR PULL IS REQUIRED WITH BID. 
 3.  NUMBER OF SETS OF MANUALS AND BOOKS REQUIRED. (SEE ITEM V.) 
 4.  DESIGNATE LOCATION(S) OF OPERATION AND MAINTENANCE INSTRUCTIONS BY  
  CONTRACTOR'S REPRESENTATIVE. 
 5.  DESIGNATE SITE OF PILOT MODEL INSPECTION. 
 6.  IF CAB AIR-CONDITIONING IS REQUIRED. 

 7.  IF TRACK SHOE WIDTH OTHER THAN GENERALLY ANYWHERE WITHIN RANGE SPECIFIED IN 
SECTION III.G IS REQUIRED. 

 
 



-8- 

 
- - - END OF SPECIFICATION - - - 

 


